Skoda compatibility list

DENSION

Audio Systems Ltd.

Compatible products
MY MY | Head unit . . .
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Release Date: 17/12/2012 iod,uss | bod USB. iPod, USB, Bluetooth A A
control, Aux Bluetooth iPod, AUX control iPod, USB, AUX control, AUX iPod, USB, AUX control | IP2d: USB. AUX, Bluetooth iPod, USB, AUX, Bluetooth
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(Optional)
Skoda Fabia 2000 | 2007 Satkompass Navi DX | GWL3VW8 GBL3VW8
Skoda Fabia 2000 | 2007 Skoda Gamma GWL3vVW8 GBL3VW8
Skoda Fabia 2007 Rhapsody GWL3VW1 GBL3VW1
Skoda Fabia 2007 Dance GWL3VW1 GBL3VW1
Skoda Fabia 2007 RCD 300 GWL3VW1 GBL3VW1
Skoda Fabia 2007 RCD 500 GWL3VW1 GBL3VW1
Skoda Fabia 2007 RNS MFD2 (Nexus) GWL3VW1 GBL3VW1
Skoda Fabia 2007 Stream/Stream MP3 GWL3sK1 GBL3SK1
Skoda Fabia 2009 Swing (RCD 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Fabia 2009 Amundsen (RNS 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Laura 2009 Swing (RCD 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Laura 2009 Amundsen (RNS 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Laura 2009 Bolero (RCD 510) GW17v21 GW33v21 GWP1V21 1,2
Skoda Laura 2009 Columbus (RNS 510) GW17v21 GW33v21 GWP1V21 1,2
Skoda Octavia 2000 | 2005 SOUND 2004 GWL3VW8 GBL3VW8
Skoda Octavia 2000 | 2005 Gamma GWL3vVW8 GBL3VW8
Skoda Octavia 2000 | 2005 Symphony GWL3VW8 GBL3VW8
Skoda Octavia 2000 | 2005 402 GWL3VW8 GBL3VW8
Skoda Octavia 2000 | 2005 502 GWL3VW8 GBL3VW8
Skoda Octavia 2005 | 2009 Rhapsody GWL3VW1 GBL3VW1
Skoda Octavia 2000 | 2005 Satkompass Navi DX | GWL3VW8 GBL3VW8
Skoda Octavia 2005 | 2009 Melody GWL3VW1 GBL3VW1
Skoda Octavia 2005 | 2009 RCD 300 GWL3VW1 GBL3VW1
Skoda Octavia 2005 | 2009 RCD 500 GWL3VW1 GBL3VW1
Skoda Octavia 2005 | 2009 Cruise (RNS 300) GWL3VW1 GBL3VW1
Skoda Octavia 2005 | 2009 RNS MFD2 (Nexus) GWL3VW1 GBL3VW1
Skoda Octavia 2005 | 2009 Stream/Stream MP3 GWL3sK1 GBL3SK1
Skoda Octavia 2008 Swing (RCD 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Octavia 2008 Amundsen (RNS 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Octavia 2008 Bolero (RCD 510) GW17v21 GW33v21 GWP1V21 1,2
Skoda Octavia 2008 Columbus (RNS 510) GW17v21 GW33v21 GWP1V21 1,2
Skoda Superb 2002 | 2006 SOUND 2004 GWL3vW8 GBL3VW8
Skoda Superb 2002 | 2006 Gamma GWL3VW8 GBL3VW8
Skoda Superb 2002 | 2006 Symphony GWL3VW8 GBL3VW8
Skoda Superb 2002 | 2006 402 GWL3VW8 GBL3VW8
Skoda Superb 2002 | 2006 502 GWL3VW8 GBL3VW8
Skoda Superb 2005 | 2008 Rhapsody GWL3VW1 GBL3VW1
Skoda Superb 2002 | 2006 Satkompass Navi DX GWL3VW8 GBL3VW8
Skoda Superb 2006 | 2008 RCD 300 GWL3VW1 GBL3VW1
Skoda Superb 2006 | 2008 RCD 500 GWL3VW1 GBL3VW1
Skoda | Superb | 2006 | 2008 RNS MFD2 (Nexus) | GWL3VW1 GBL3VW1
Skoda Superb 2006 | 2008 Stream/Stream MP3 GWL3SK1 GBL3SK1
Skoda Superb 2008 Swing (RCD 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Superb 2008 Amundsen (RNS 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Superb 2008 Bolero (RCD 510) GW17v21 GW33v21 GWP1V21 1,2
Skoda Superb 2008 Columbus (RNS 510) GW17v21 GW33v21 GWP1V21 1,2
Skoda | Roomster | 2006 Dance GWL3VW1 GBL3VW1
Skoda | Roomster | 2008 Swing (RCD 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda | Roomster | 2008 Amundsen (RNS 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda | Roomster | 2008 Bolero (RCD 510) GW17v21 GW33v21 GWP1V21 1,2
Skoda | Roomster | 2008 Columbus (RNS 510) GW17v21 GW33v21 GWP1V21 1,2
Skoda Yeti 2009 Swing (RCD 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Yeti 2009 Amundsen (RNS 310) GW17v21 GW33v21 GWP1V21 1,2,3
Skoda Yeti 2009 Bolero (RCD 510) GW17v21 GW33v21 GWP1V21 1,2
Skoda Yeti 2009 Columbus (RNS 510) GW17v21 GW33v21 GWP1V21 1,2

Specific notes:

1. Media player 3 (2E) option has to be coded before or after the GW17/33V21 installation
2. Media Player 3 (2E) and Telephone (77) options have to be coded before or after the GWP1V21 installation. In case of Bolero and Colombus Head Units the phone
coding is not neccessary because phone information also visible on the car Radio. In order to see phone info on the cluster (FIS) 77 has to be coded
3. Steering wheel controls and Maxi DOT (also known as MFA High Line) cluster is required for Gateway Pro installation, because otherwise the phone functions cannot

be reached




