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Upgraded Technical Platform



Upgraded Technical Platform

Higher Sampling Rate

H
The latest developed Phoenix oscilloscope 

special chip group, in which the " Ankaa" 

oscilloscope signal processing chip realizes 

the ultra high speed data acquisition of 

10Gsps



Upgraded Technical Platform

Faster Capture Rate

F
UltraVision II technical platform achieves a 

breakthrough rate of 600 kwfm/s, and the 

capture rate is increased by 300 % 

compared with the 180 kwfm/s of the first 

UltraVision



Upgraded Technical Platform

Preciser Waveform Measurement

P
UltraVision II technical platform implements 

the traditional software measurement 

algorithm through FPGA device, which can 

quickly calculate all the waveform data of the 

measured signal, making the result more 

accurate



Upgraded Technical Platform

Smaller Trigger Jitter

S
The implementation of pure digital triggering 

technology on the UltraVision II platform 

ensures that the smaller signal jitter, the 

smaller temperature drift, and the higher 

trigger bandwidth
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Flamingo

Equipped with Phoenix and Ultra Vision II



Product Introduction

Flamingo, including MSO7000and DS7000 

model series. Based on the                      

technical platform, it is a low cost four channel 

mixed signal oscilloscope with a maximum 

bandwidth of 500MHz and a maximum 

sampling rate of 10GSa/s. 

It integrates the oscilloscope, the 16 channel 

logic analyzer, the dual channel arbitrary 

waveform generator, the digital voltmeter, the 

counter and totalizer, and the protocol analyzer.



Product Introduction

10.1ôô WVGA (1024*600) Capacitive 

Multi-touch Screen, 256-level 

Intensity Grading Display

25MHz 2-channel Arbitrary 

Waveform Generator Output

16-channel Logic Analyzer 

Interface



Product Introduction

One-key Quick Operation 

(Configurable)

Touch Screen Lock/Unlock Key

Special Combination Key 

for Navigation

Search, ZOOM Key



Product Introduction

Special Key for 2-channel 

Arbitrary Waveform Generator

Independent Waveform Analysis 

Control Area

4 Analog Channels Input

Default Key



Product Introduction

USB HOSTInterface (the other 

3 in the front panel)

HDMI Video Output

LAN Interface, is in Compliance 

with the Standards Specified in 

LXI-C

USB DEVICE

Communication Interface



Product Introduction

EXT TRIGInput

TRIG OUT/PASSFAIL

Kensington Safety Lock Hole
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Key SpecificationsðBandwidth

DS7054 500MHz

DS7034 350MHz

DS7024 200MHz

DS7014 100MHz

MSO7054 500MHz

MSO7034 350MHz

MSO7024 200MHz

MSO7014 100MHz

-3dB bandwidth is 
greater than 500MHz

α850MHz β



The problems of deficient bandwidth?

Key SpecificationsðBandwidth



500 MHz Sine, Full Bandwidth 500 MHz Sine, Insufficient Bandwidth

Å Amplitude of High Frequency Signals Decreased

Key SpecificationsðBandwidth



50 ns Narrow Pulse, Full Bandwidth 50 ns Narrow Pulse, Insufficient Bandwidth

Å High -frequency components disappeared

Key SpecificationsðBandwidth
Advantage: filter out high -frequency 
noise



Key SpecificationsðSample Rate

MSO/DS7054 10 GSa/s

MSO/DS7034 10 GSa/s

MSO/DS7024 10 GSa/s

MSO/DS7014 10 GSa/s

5 GSa/s 2.5 GSa/s

5 GSa/s 2.5 GSa/s

5 GSa/s 2.5 GSa/s

5 GSa/s 2.5 GSa/s

Single-channel Dual-channel Four-channel

Single-channel Mode Diagram

CH1/2/3/4

2.5G
ADC Core

2.5G
ADC Core

2.5G
ADC Core

2.5G
ADC Core



Dual-channel Mode Diagram

CH1/2
2.5G

ADC Core

2.5G
ADC Core

2.5G
ADC Core

2.5G
ADC Core

CH3/4

MSO/DS7054 10 GSa/s

MSO/DS7034 10 GSa/s

MSO/DS7024 10 GSa/s

MSO/DS7014 10 GSa/s

5 GSa/s 2.5 GSa/s

5 GSa/s 2.5 GSa/s

5 GSa/s 2.5 GSa/s

5 GSa/s 2.5 GSa/s

Single-channel Dual-channel Four-channel

Key SpecificationsðSample Rate



CH1
2.5G

ADC Core

2.5G
ADC Core

2.5G
ADC Core

2.5G
ADC Core

CH2

CH3

CH4

MSO/DS7054 10 GSa/s

MSO/DS7034 10 GSa/s

MSO/DS7024 10 GSa/s

MSO/DS7014 10 GSa/s

5 GSa/s 2.5 GSa/s

5 GSa/s 2.5 GSa/s

5 GSa/s 2.5 GSa/s

5 GSa/s 2.5 GSa/s

Single-channel Dual-channel Four-channel

Four-channel Mode Diagram

Key SpecificationsðSample Rate



Insufficient Sample Rate?!

Waveform Distortion

Key SpecificationsðSample Rate



Waveform Aliasing

Insufficient Sample Rate?!

Key SpecificationsðSample Rate



Pulse disappeared

Waveform Loss

Insufficient Sample Rate?!

Key SpecificationsðSample Rate



Key SpecificationsðMemory Depth

5RL 500 Mpts

2RL 250 Mpts

Standard 100 Mpts

250 Mpts 125 Mpts

125 Mpts 50 Mpts

50 Mpts 25 Mpts

Single-channel Dual-channel Four-channel



Key SpecificationsðMemory Depth

Waveform Memory Time =

Memory Depth / Sample Rate

Pre-sampling

Trigger Point

Delayed Sample

Memory Depth

Deep Memory = High Sample



Key SpecificationsðMemory Depth

Signal pulse width is 5 ns



Key SpecificationsðWaveform Capture Rate

sampling processing waveform plotting

Deadtime

Conditions for obtaining the capture rate of  
600kwfm/s:
Single-channel mode, 10 ns horizontal time 
base, sine signal with 10 MHz frequency, 
Edge trigger, keep other settings as 
defaults



Key SpecificationsðWaveform Capture Rate

Å Quickly Capture the Occasional Exceptional Events



Å Clearly Observe the Changes of Each Frame

Key SpecificationsðWaveform Capture Rate



Å Keep a Higher Rate Though Not at the Fast Mode

0

50000

100000

150000

200000

250000

ns/div

MSO7000 VS Keysight X6000 Waveform Capture Rate Comparison  

MSO7000

Key SpecificationsðWaveform Capture Rate



Comparison of Key Specifications

MSO/DS1000Z MSO/DS2000A MSO/DS4000 DS6000 MSO/DS7000

Channels 4 + 16 2 + 16 2 or 4 + 16 2 or 4 4 + 16

Analog BW 50 MHz to 100 MHz 100 MHz to 300 MHz 100 MHz to 500 MHz 600 MHz to 1 GHz 100 MHz to 500 MHz 

Max sample rate 1 GSa/s 2 GSa/s 4 GSa/s 5 GSa/s 10GSa/s

Oversampling 
rate@500MHz

- 8 20

Max memory depth 24 Mpts (opt) 56 Mpts (opt) 140Mpts 140Mpts
100Mpts( std)

500 Mpts (opt)

Waveform update 
rate

> 30,000wfms/s > 50,000wfms/s > 110,000wfms/s > 180,000wfms/s > 600,000wfms/s

Display 7 inch 8 inch 9 inch 10.1 inch 10.1 inch

Touch NO NO NO NO YES



Comparison of Key Specifications

Rigol
MSO/DS7000

Tektronix
MDO 3000

Keysight
MSO 3000T X

R&S
RTM3000

Siglent
SDS3000/E

GWINSTEK
GDS3000

Lecory
WaveSurfer

3000

ZLG
ZDS3000/4000

Channels 4 + 16 2 or 4 + 16 2 or 4 + 16 2 or 4 + 16 2 or 4 + 16 2 or 4 2 or 4 + 16 4 

Analog BW
100 MHz to 500 

MHz 
100 MHz to 1 GHz 100 MHz to 1GHz 100 MHz to 1 GHz 350 MHz to 1 GHz

150 MHz to 500 
MHz

200 MHz to 750 
MHz

200 MHz to 500 
MHz

Max sample 
rate

10GSa/s 5 GSa/s 5 GSa/s 5 GSa/s
4 GSa/s  (SDS3000)

2 GSa/s 
(SDS3000E)

5 GSa/s 
( 350MHz)

4 GSa/s
4 GSa/s 4GSa/s

Oversampling 
rate@500MHz

20 10 10 10 8 8 8 8

Max memory 
depth

100Mpts( std)
500 Mpts (opt)

10 Mpts 4 Mpts 80Mpts 10Mpts/CH 25kpts 10Mpts 512Mpts

Waveform 
update rate

> 600,000wfms/s >280,000  wfm /s > 1,000,000wfms/s > 100,000wfms/s > 250,000wfms/s > 130,000wfms/s > 1,000,000wfms/s

Display 10.1 inch 9 inch 8.5 inch 10.1 inch 10.1 inch 8 inch 10.1 inch 9 inch

Touch YES NO YES YES YES NO YES YES



Options & Accessories

Å Bandwidth Upgrade

BW1T2        Bandwidth upgrades from 100 MHz to 200 MHz

BW1T3        Bandwidth upgrades from 100 MHz to 350 MHz

BW1T5        Bandwidth upgrades from 100 MHz to 500 MHz

BW2T3        Bandwidth upgrades from 200 MHz to 350 MHz

BW2T5        Bandwidth upgrades from 200 MHz to 500 MHz

BW3T5        Bandwidth upgrades from 350 MHz to 500 MHz



Options & Accessories

Å Memory Depth Upgrade

2RL        Maximum memory depth up to 250 Mpts

5RL        Maximum memory depth up to 500 Mpts



Options & Accessories

Å Measurement Application Option

BND           Application bundle option (including the following independent options)

COMP        PC serial bus trigger and analysis (RS232/UART)                   Trail

EMBD        Embedded serial bus trigger and analysis (I2C, SPI)              Trail

AUTO         Auto serial bus trigger and analysis (CAN, LIN)                    Trail

FLEX          FlexRayserial bus trigger and analysis Trail

AUDIO       Audio serial bus trigger and analysis (I2S) Trail

AERO         MIL-STD-1553 serial bus trigger and analysis Trail

AWG          Dual-channel 25 MHz Arbitrary Waveform Generator (only for MSO model)

PWR           Built-in power analysis



Options & Accessories

Å Option Installation

Method 1: install with the USB storage device (recommended)

Method 2: install with remote commands



Options & Accessories

Å Standard Accessories

Power cord 1

USB cable        1

RP35000A passive probes (500 MHz)        4

Logic analyzer probe ( only MSO)               1

Front panel cover                                        1

Quick guide (hard copy )                             1



FeaturesðMultiple Languages

Å 13 Languages Available for the System Menu

ӌѧᾰ

ӌѧᾰ

English Sruwxjxév

Deutsch
Iudqædlv

ῄ 
Hohvsdðro

Polski

̰‡

pȤȢȢțșȚ

ľŐŇŐŞĵŀ

Indonesian



FeaturesðTouch Screen

Å 10.1-inch Capacitive Multi-touch Screenι

Gesture Enabled Operation

Tap

Pinch & Stretch

Drag

Rectangle Drawing



FeaturesðTouch Screen

Å Exclusively Designed for the Touch ScreenððFunction Navigation



FeaturesðTouch Screen

Å Switchover Between Common Touch Gesturesand Rectangle Drawing

Common Touch Gestures

Tap, Drag, Pinch & Stretch

Rectangle Drawing

Draw a rectangular area



FeaturesðTouch Screen
Å Tap



FeaturesðTouch Screen
Å Drag



FeaturesðTouch Screen
Å Pinch & Stretch



FeaturesðTouch Screen
Å Rectangle Drawing



Featuresð6 into 1

Oscilloscope
500MHz 10GSa/s

Logic Analyzer
16 CH

Wave Generator
2CH 25MHz

Digital Voltmeter
Counter and 

Totalizer
Protocol 
Analyzer



Oscilloscope ɋDisplay

Å Brightness Å Color Grade



OscilloscopeðNormal Measurement

X 1000



OscilloscopeðPrecision Measurement



OscilloscopeðPrecision Measurement



OscilloscopeðPrecision Measurement



OscilloscopeðTrigger

Å Support 21 Trigger Types

Edge    Pulse    Slope    Video    

Pattern    Duration    Timeout    

Runt    Window    Delay    

Setup/Hold    Nth

RS232    UART    I2C    SPI    

CAN    LIN    FlexRay I2S    

MIL-STD 1553



OscilloscopeðZone Trigger



OscilloscopeðZone Trigger



OscilloscopeðNavigation

Waveform ð Memory Playing

ð Zoom Playing

Recording ð Recording Playback

Search ð Event Navigation



OscilloscopeðWaveform & Navigation



OscilloscopeðSearch & Navigation



OscilloscopeðRecord & Navigation



Oscilloscope ɋHistogram



Oscilloscope ɋHistogram

Sum: the sum of the samples.

Peaks: the number of peaks.

Max: the value of the most right 

column.

Min: The value of the most left 

column.

Pk-Pk: delta betweenthe max and 

min.

Mean: the mean value of data.

Median: median of the histogram.

Mode: the value of the maximum 

sample size.

Bin width: the width of each 

column.

Sigma: standard deviation of the 

histogram.



Oscilloscope ɋFFT

X 1000
RIGOL history product

1 kpts

MSO/DS7000

1 Mpts



Oscilloscope ɋFFT

EMI debugging with MSO/DS7000



Oscilloscope ɋFFT

FFT with Color Grade



Oscilloscope ɋPASS/FAIL

Every time a failed/passed waveform is detected, 
a pulse output is generated 


