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AUDI 3G 4G MMI Rearview Camera Interface Installation

Note: AUDI Main unit
The LVDS video connector position

of mainunit could be different regarding ol [(c)° —)

different AUDI car models.

Camera Inputs

Interface Box

Camera Power wire unit(originally from Car display to main unit)

@ |:]334-pin LVDS video connector at the rear of main

SW1 | SW2 | SW3 | Car mode | DIP [Setting| Resolution
OFF | OFF | OFF | A6L A7 A8 2012 and onwards swa |-OFF_] 800*480
oN | oFF | oFr | @3/A1 ON | 400%240

OFF | ON OFF | Standard Q3

ON ON OFF | A4 (B8) /A5/Q5

OFF ] OFF J ON | RS5

ON OFF | ON | 2011 A6/ 2012 Q7

OFF | ON ON | 2012-2015 Touareg RNS850
ON ON ON 2013-2014 Q7

GND GND

CAN-L |[Connect to CAN-L
CAN-H |Connect to CAN-H
ACC Conntect to power

=l | —

Following instruction comes for A6-Q3-Q7-A7-A8 with Parking sensors module(Pic.-5).

Model:
Notice:
« Keep flameout & plug out of car key before installation
. Please make sure this interface matches with your car model

1. Take out of Main unit with 2.Unplug the LVDS video connector 3. Insert Interface LVDS connector 4.Find CANBUS connector at the rear
car special removal kits. at the rear of main unit, and (@ to head unit , connect white of Climate control ler, Plug&Play
connect it to Interface. plug @ to interface. with Interface harness.

5.(b£(1ﬂect. int(E\r,Bgcetc%RIes as 6. User can fasten the 7.Performance of interface.
gﬁzrmaig ﬁ;ﬁt to InierfaZe.rei;d interface in glove box. (Displayed when shift into

from interface to its Reverse gear).

L
support@cardotertiors.com www.car-solutions.com





