UT171B Manual of Operation

1.

Installation

1.1 System Requirements

Pentium 1G-megahertz (MHz) processor or faster
At least 1GB of RAM

At least 2GB of available space on the hard disk
USB 2.0 / 3.0 Port(s)

1.2 SoftWare only supports the following operating systems:

Microsoft Windows XP Service Pack 2 or above
Microsoft Windows Visa service Pack 2 or above
Microsoft Windows 7

Recommend the use of 32 bit operating system

1.3 Install software, Refer to the following:

) UT171B - InstallShield Wizard (=]

Welcome to the InstallShield Wizard for
UTi71B

The Installshield(R) Wizard will install UT171E on your
computer. To continue, dick Mext.

WARNING: This program is protected by copyright law and
international treaties.

e [Cves ) [ ol

8 UT171B - InstallShield Wizard
Destination Folder
Click Mext to install to this folder, or didk Change to install to a di

Install UT171E to:
C:\Program Files\DMMYUT 171BY

InstallShield

<Back || mext> || cancel




2. The main program interface
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2.1 The shortcut toolbar

d

Conn

Connecting devices

J

DisConn

Disconnect the device

Start Recive Data

|

To receive data, receiving continuous data

=

Pause Revice Data

Suspension of receiving data

&=
Hold

Maintain current data.

Hz%

Trigger the HZ function
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Peak

To enter peak mode

| .
Max Min

Enter the max min mode
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Parameter

Set system parameters

Ab-out

Software product information

Q)
Help

Software to help document
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Close 1 ‘ Exit the software

2.2 Function Options

Menu Screenshot Description
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2.3 Command prompt bar: Send status command prompt

2.4 Instrument display area: Synchronous display instrument value

2.5 Table display area: The table displays the received data,

provide the import, export, printing function.

2.6 Chart display area: The chart shows the received data, provide the save
BMP image, refresh, print the image function.



